
At lining of surfaces, which are exposed to high temperatures and vibrations, epoxy glue is not enough 
to assure the quality of metal-ceramic. Plates with holes are beside glue, additionaly fi xed to surface 
with steel ferrule, which is welded on it, or it is adjusted to surface with screw and nut. Some plates can 
be adjusted mechanically, because they have swallows tale. 
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Besides standard panels (mosaics) we 
produce also special panels, on which 
ceramic has special shape  (different convex 
parts, nipples). According  to customers 
request we can also vulcanize panels in 
rubber, which makes the usage of panels 
bigger, on surfaces which are exposed to 
different vibrations and punches.

Ceramic mozaics are very suitable for lining 
of large surfaces, silos, irregular surfaces and 
many other shapes.

We produce following mozaics:

SQUARE TILES:
Ceramic tiles are glued on special acetat-silk material. The panel is 500 x 500mm large and we make 
them from following tiles:
10 x 10 mm, thickness: 2mm, 3mm
20 x 20 mm, thickness: 4mm to 12mm

HEXAGONAL (SIX-ANGLE) TILES:
Ceramic hexagonal tiles are glued on special acetat-silk material. The panel is 508 x 490mm large (696 
psc of tiles). Type of tiles:
SW 20 mm, (SW = distance between 2 sides), thickness: 4mm to 12mm


